TEMPORARY ELECTRICAL POWER CHECKLIST (4/06)

Contract No.  ______________________________________________
Date:  ___________

Title:
__________________________________________________
Inspection:  __ Prep

Location:   ________________________________________________

    
     __ Init.












     __ Fol/Up

Checklist


Item & Ref 


Yes
No
Remarks_____________

Sketch:

Temporary Power Plan Submitted
(11.D.01)
____ 
____
_____________________

Qualified Person to perform work w/verifiable credentials (11.A.01)
____ 
____
_____________________

Materials:
Listed by Recognized National Test Lab (11.A.01)
____ 
____
_____________________

Service:

Raintight Enclosures (exposed to weather, 11.B.05)
____ 
____
_____________________



Main Disconnect Switch (Identified) (11.B.03)
____ 
____
_____________________



Ground Rod 5/8” x 8’ w/#6 Grd. wire (11.C.02)
____ 
____
_____________________



Resistance Reading of 25 ohms or addl. rod (11.C.02) ____ 
____
_____________________



Properly Fused Conductors (11.B.01)

____ 
____
_____________________




Min. no. 8 w/60 A fuse/brkr

Feeders:
Raintight Enclosure (11.B.05)


____ 
____
_____________________



Equipment Grounding Conductor
(11.C.01)
____ 
____
_____________________



Proper Brkr/Fuse Sizes for Conductor Size (11.B.01)
____ 
____
_____________________

Branch

Proper Brkr/Fuse Sizes for Conductor Size (11.B.01)
____ 
____
_____________________

Circuits:
Equipment Grounding Conductor (11.C.01)

____ 
____
_____________________



Receptacle Boxes/Covers Weatherproof (11.D.04)
____ 
____
_____________________



GFCI Protection/Incl Block & Brick Saws (11.C.05)
____ 
____
_____________________



GFCI Tested This Inspection (11.D.02)

____ 
____
_____________________



Grounding Conductor Resistance Tested (11.D.02)
____ 
____
_____________________

Flexible 
Hard Usage/Extra-Hard Usage (11.A.03)      

____ 
____
_____________________

Cords:

Inspected Daily
(11.A.03)


____ 
____
_____________________



Enclosed Plug/Receptacle Caps (11.A.13)

____ 
____
_____________________



Damaged Jacket/Insulation (11.A.03)

____ 
____
_____________________



Polarity and Grounds Tested (11.D.01)

____ 
____
_____________________

Temporary
Proper Lighting Strings (No Building Wire, 11.D.08) ____ 
____
_____________________

Lighting:
Unused Lampholders Capped (11.D.06)

____ 
____
_____________________



Lamp Guards Provided (11.D.06)


____ 
____
_____________________



Mounting Height-10’ minimum (11.D.03)

____ 
____
_____________________



Proper Splices (11.A.03)



____ 
____
_____________________



Separate Lighting Circuit (11.D.09)


____ 
____
_____________________

Port. Gen.:
GFCI Receptacle Equipped (11.C.05)

____ 
____
_____________________




Generator frame connected to recept. Grd.(11.C.01.b)
____ 
____
_____________________

Portable
Damaged Cords
(11.A.03)


____ 
____
_____________________

Electrical
Proper Plug Cap
(11.A.10)


____ 
____
_____________________

Tools:

Double-Insulated Tool Label (11.C.01)

____ 
____
_____________________

GFCI Protected
(11.C.05)


____ 
____
_____________________

Wiring
Methods:
Suitable for Application (11.A.01)


____ 
____
_____________________

Trailer Disconnect:  For all Office & Storage Trailers (11.A.01)
____
____
_____________________

Other

______________________________________________________________________________

Comments:
______________________________________________________________________________








__________________________________________

4/06






Inspector/Quality Control Representative
