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18 May 2004

MODIFICATION NO. CONTRACT NO

CONTRACT TITLE

LOCATION

Government Estimate

Contractor Proposal

Negotiated Amount

Time Extension

Gov't Signature Date

R00002 DACA01-03-C-0030  NA

Repair Lowe Field Fire Station

Fort Rucker,  Alabama (Dale County)

$15,100.00

$104,612.82

$38,194.00

30 days

12 May 2004

Modification Signed by ACO

Date In Date Out Initials

CD-M

OC, (Only if SF1414/1415 incl.)

CT-C, Record File N/A

Routing Notes

OC, Please Review SF1414 or SF1415

Description of Modification

SR002 Temporary Quarters User Changes, Discretionary

1. Provide and set up Mobile Home at designated location at Lowe Field for temporary use by Fire Station 

occupants.

Costs to include: (1) Monthly Lease Rate, (2) Delivery/Freight, (3) Block, Level, Seam, and Tiedown, (4) 

Knockdown, and (5) Return Freight.  Additional options:  (1) two sets of aluminum steps, (2) Ten anchors 

into asphalt/concrete, add labor cost,

(3) Ten anchors into asphalt/concrete, add'l removal, (4) skirting, vinyl, provide and install, (5) Skirting 

vinyl removal.  Term of rental:  10 months.  

The mobile home shall be placed in the designated asphalt area as shown on the attached photo of Lowe 

Field, Fort Rucker, AL.  It shall have an 8'ceiling height, a 24' width, and a 56' box size.  The interior 

finish shall consist of paneled walls, vinyl tile floors, gypsum ceiling, private office(s) and wide open 

shells.  The aluminum steps are to be built according to OSHA specifications.  

The mobile home shall contain four bedrooms, one is to be located on each corner.  The bathrooms shall 

consist of (1) a half bath to include toilet and lavatory and (2) a 3/4 bath, to include toilet, lavatory, and 

shower stall. One kitchen for food preparation and a dining area shall be provided.  Twelve feet of upper 

and twelve feet of base cabinets are to be provided. The lounge area shall be large enough to provide a 

lounge, a TV room, and some space to conduct daily training.  The office shall contain an area large 

enough to conduct administrative duties.  The windows shall be horizontal slider windows.  The vision 

panel doors shall be furnished with a standard lock.  The exterior finish shall be aluminum siding and 

contain standard drip rail gutters.  The frame members shall be I-beams.

The heating and cooling will be provided by a central A/C with heat.  There shall be a 10 kilowatt electric 

heater in the A/C unit.  An outdoor light shall be mounted at each front door. 

Page 1 of 1

Exhibit 2.11K
