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The 3 November 03 Safety Manual is getting widespread recognition and visibility as the number of recently let contracts increases.  Another change in the manual concerns protective footwear.  Again, perform the position hazard analysis and/or activity hazard analysis for the associated work and determine what type of protective footwear is required to control the appropriate hazard.





05.A.08 Protective footwear, such as rubber boots, protective covers, ice clamp-ons, and safety-toed boots, shall be worn by all persons exposed to hazards to the feet (including, but not limited to, puncture, slipping, electrical, or chemical hazards).





	a.  For all activities in which USACE or contractor personnel or official visitors are potentially exposed to foot hazards, the applicable PHA/AHA, APP or project safety and health plan shall include an analysis of, and prescribe specific protective measure to be taken for, reducing foot hazards.





	b.  USACE and Contractor personnel shall, as a minimum, wear safety-toed footwear meeting ANSI Z41 while working on construction sites unless it can be demonstrated by a PHA/AHA to the GDA satisfaction that a different type of foot protection is required.





	c.  Footwear providing protection against impact and compressive forces, conduction hazards, electrical hazards, and sole puncture shall meet the applicable requirements of ANSI Z41; footwear providing protection against impact and compression hazards shall be rated as I75 and C75.





	d.  Unexploded ordnance (UXO) sweep personnel shall have no metal parts in or on their footwear.





	e.  Personnel participating in wild land fire management activities shall wear leather lace-up boots with slip-resistant soles, such as a hard rubber lug-type or tractor tread, a top height of 8 in (20.3cm) or more, and without steel toes.  Soles should not be made of composition rubber or plastic, which have low melting points.


						PLEASE POST AND SHARE WITH OTHERS.
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