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There are many new and significant changes to the USACE Safety and Health Requirements Manual (EM 385-1-1) that affect crane and derrick operation.  Turn to paragraph 16.C and let’s talk about Cranes and Derricks – General Requirement.


 


16.C.02. Every crane shall have the following documents with them (in the cab) at all times they are to be operated:   


	c.  A durable load chart with legible letters and figures shall be fixed at a location visible to the operator while seated at the control station.





16.C.03 Responsibilities in crane operations.





	b.  The operator shall not leave the controls while a load is suspended.


	c.  Before leaving the crane unattended, the operator shall:


		(1) Land any load, bucket, lifting magnet, or other device;


	(2) Disengage the master clutch;


		(3) Set travel, swing, boom brakes, and other locking devices;


	(4) Put the controls in the off or neutral position;


		(5) Secure the crane against accidental travel; and


	(6) Stop the engine.





	Exception:  When crane operation is frequently interrupted during a shift and the operator must leave the crane.  Under these circumstances, the engine may remain running and the following conditions  (including those in paragraph (1) thru (5) shall apply:





		(a) The operator shall be situated where unauthorized entry of the crane can be observed; and


	(b) The crane shall be located within an area protected from unauthorized entry.


	


�   Snagboat Ros.                         Please post and share with others.    
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