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Now let’s skip over to some of the new and significant changes to the USACE Safety and Health Requirements Manual (EM 385-1-1) that pertain to Launches, Motorboats, and Skiffs.  Paragraph 19.C. has a few we’ll talk about here.





19.C  LAUNCHES, MOTORBOATS, AND SKIFFS


19.C.02 Personnel and cargo requirements.





	c.  Launches, motorboats and skiffs less than 20 ft (6 m) in length shall meet 33 CFR 183 requiring level flotation after flooding or swamping.





	d.  All open cabin launches or motorboats shall be equipped with “kill (dead man) switches”.





19.C.04  Float Plans.  Float plans containing the following information shall be prepared by the operator of a launch or motorboat when engaged in surveying, patrolling, or inspection activities that are remote and are expected to take longer than 4 hours or when the operator is traveling alone.  The plan shall be filed with the boat operator’s supervisor.





	a.  Vessel information (make/model or local identifier).


	


	b.  Personnel on-board.





	c.  Activity to be performed.





	d.  Expected time of departure, route, and time of return.





	e.  Means of communication (adequate means of communication shall be provided).


Please post and share with others. (Pictures of the “SANDY” at Walter F. George Resource Office, Fort Gaines, GA)
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 POST AND SHARE WITH OTHERS.    
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