SAFETY CHECKLIST FOR MATERIAL HOISTS�
�
Contract # and title:





�
�
Equipment name & number:





�
�
Contractor:





�
Subcontractor:�
�
Contract Inspector:


�
Date inspected:


�
�
This checklist references EM 385 1-1, revised 3 November 2003�
Yes�
No�
N/A�
�
1.  Prior to initial use on any USACE project, and at least monthly thereafter, is a periodic inspection conducted by a qualified person? (16.K.05)


Are periodic inspections conduction IAW manufacturer’s specification?


At a minimum are sheaves, racks, pinions, guy ties, connections, miscellaneous clamps, braces, and similar parts? 


Is the GDA notified at least 24 hours prior to any inspections?


Are pre-operational inspections conducted prior to every operation (shift) of the hoist?   �
�
�
�
�



3.  Are all hoist towers, masts, guys or braces, counterweights, drive machinery supports, sheave supports, platforms, supporting structures, and accessories designed by a licensed engineer? (16.K.02) �
�
�
�
�



4.  Is a copy of the hoist-operating manual available? (16.K.04)�
�
�
�
�



5.  Do all floors and platforms have slip-resistant surfaces? (16.K.08)�
�
�
�
�
6.  Are landings and runways adequately barricaded and is overhead protection provided where needed? (16.K.08)


�
�
�
�
�



7.  Are hoisting ropes installed IAW manufacturer’s instructions? (16.K.10)


Are there at least three (3) full wraps of cable on the drums of the hoist at all times?


Does the rope or crane manufacturer specify the drum end of the rope anchored to the drum by an arrangement? 


Are personnel prohibited from riding on material hoists or other hoisting equipment?�
�
�
�
�



8.  Are operating rules posted at the hoist operator’s station? (16.K.14)�
�
�
�
�
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9.  Are air-powered hoists connected to an air supply of sufficient capacity and pressure to safely operate the hoist? (16.K.15) �
�
�
�
�



10.  Are pneumatic hoses secured by some positive means to prevent accidental disconnection? (16.K.15)�
�
�
�
�



11. Remarks: (Enter actions taken for all “no” answers.) 





















































�
�
�
�
�
Contractor inspector signature


�
�
�
�
�
Contractor QC/safety officer/project manager signature


�
�
�
�
�
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