No. 13


	SAFETY CHECKLIST FOR FUEL BARGES

	Contract # and title:



	Contractor:


	Subcontractor:

	Plant Name:


	Owner:

	Superintendent:


	Captain:

	Engineer:


	Number in crew:

	Contract Inspector:


	Date inspected:

	Note:  Safety and Health Requirements Manual 

       (EM 385-1-1) in Parenthesis       
	Yes
	No
	N/A

	1.  Is the Coast Guard Certificate of Inspection and all current inspections available? (19.A.01.a)
	
	
	

	2.  Is the required number of ring buoys and water lights provided? (05.I.03)
	
	
	

	3.  Are all sources of ignition prohibited and adequate "No Smoking or Open Flame" signs provided? (09.A.05)
	
	
	

	3.  Is the proper number and type of fire extinguishers provided? (19.A.06.h, 46 CFR 34.05, 34.10)
	
	
	

	4.  Are moving parts, and hot pipes, guarded or insulated to prevent injury or fire? (16.B.03)
	
	
	

	5.  Are fuel valves located so that they are readily accessible in an emergency and protected against accidental operation? (19.A.05.d)
	
	
	

	6.  Is explosion-proof lighting provided? (19.A.05.e)
	
	
	

	7.  Are carburetors on gasoline engines equipped with flame arresters? (19.A.06.e)
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	Yes
	No
	N/A

	8.  Are carburetors, except down draft type, provided with a drip pan, with flame screen, that are continuously emptied by suction from the intake manifold or by a waste tank? (19.A.06.f) 
	
	
	

	9.  Is lighting sufficient on a horizontal plane 3 feet above the barge deck or walking surface? (0.7.A, 19.A.06.h, 33 CFR 154.570)

    a.  5.0 foot candles at transfer connection points. 

    b.  5.0 foot candles in transfer operations work areas.
	
	
	

	10. Is a licensed tankerman or officer used for fuel dispensing? (19.A.06.h, 33 CFR 154.710, 730)
	
	
	

	11. Is an operations manual or written transfer procedures available? (19.A.06.h, 33 CFR 156.120(t), (u2)
	
	
	

	12. Is there a means for emergency shutdown? (19.A.06.h, 33 CFR 156.120(r))
	
	
	

	13. Are fuel tanks and holds provided with gooseneck vents with flame screens? (19.A.06.h, 46 CFR 32.55-20/25)
	
	
	

	14. Discharge containment equipment is readily accessible? (19.A.06.h, 33 CFR 156.120(m)) 
	
	
	

	15. Are dispensing nozzles equipped with an automatic-closing valve without a latch-open device? (9.B.21.a)
	
	
	

	16. Are holdbacks or rings provided to secure loose equipment during rough weather? (19.A.07.h)
	
	
	

	17. Are guardrails or tight cable guardlines provided where persons may fall? (19.A.07.h)
	
	
	

	18. Is all deck cargo placed on dunnage? (19.A.07.j)
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	Yes
	No
	N/A

	19. Is a list of all confined spaces maintained at the worksite and are all permit-required confined spaces labeled? (19.A.08.a,b)
	
	
	

	20. Are all floors and decks free of an accumulation of fuel and grease? (19.A.07)
	
	
	

	21. Are all deck openings, elevated surfaces, and similar locations provided with guardrails, bulwarks, or taut cables guardlines that are in good conditions? (19.A.07)
	
	
	

	22. Are decks free of tripping hazards or adequately marked in yellow? (19.A.07)
	
	
	

	23. Are non-slip surfaces provided on decks, ladders, and walks? (19.B.01.b)
	
	
	

	24. Is there a safe means for boarding or leaving the vessel? (19.B.02)
	
	
	

	25. Remarks (actions to be taken for all no answers):


	
	
	

	Contractor Inspector Signature


	
	
	

	Contractor QC/safety Officer/Project Manager Signature
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