SAFETY CHECKLIST FOR CUTTING/WELDING OPERATIONS�
�
Contractor # and title:





�
�
Equipment name & number:


owned or leased?


�
�
Contractor:


�
Subcontractor:�
�
Contractor inspector:


�
Date inspected:�
�
This checklist references EM 385 1-1, revised 3 November 2003�
Yes�
No�
N/A�
�



1.  Is a compatible fire extinguisher immediately available?  (10.C.01)�
�
�
�
�



2.   Is the area free of combustible materials, explosive atmosphere (flammable gases, liquids, etc.) or oxygen-enriched atmosphere? (10.C.02)�
�
�
�
�



3.  Are workers and the public shielded from rays, flashes, sparks, molten metal and slag? (10.C.04)�
�
�
�
�



4.  Are all passageways, ladders, stairways, etc. kept clear of hoses or cables? (10.A.05)�
�
�
�
�



5.  Are electrical welding units, shutdown when unattended? (10.E.11) �
�
�
�
�



6.  Are the frame of arc welding and cutting machines grounded? (10.E.04)�
�
�
�
�



7.  Are cable free of splices or repaired insulation within 10 feet of the rod holder? (10.E.03)�
�
�
�
�



8.  Have welding leads been checked to ensure there is no contact with the metal parts or the support suspended scaffolds? (10.E.09)�
�
�
�
�



9.  Are torch valves and gas supply shut off when work is suspended (10.D.06)?�
�
�
�
�
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10.  When work is suspended, are torches, hoses, etc. removed for confined spaces?  Tanks are prohibited in confined spaces (10.D.06)�
�
�
�
�
 


11.  When cylinders are stored, in transit are the regulators removed and protective caps installed? (20.D.07)�
�
�
�
�



12.  Are all compressed gas cylinders secured upright position at all times, except when being hoisted? (20.D.10)�
�
�
�
�



13.  Are upright cylinders secured in racks or hand trucks? (20.D.03)�
�
�
�
�
14.  Are cylinders stored in well ventilated locations, segregated by gas type, and away form flammable and combustible materials? (20.D.03)�
�
�
�
�
15.  Are oxygen cylinders in storage and fuel gases separated by a fire resistive wall or by a distance of 20 feet? (20.D.03)�
�
�
�
�
16.  Are “No Smoking” signs posted around cylinders storage areas? (20.D.03)�
�
�
�
�
17.  Have oxy-fuel or other gas-oxygen cutting and welding systems been equipped with revere-flow check valves and flame arrestor in each hose between the torch and the regulator? (10.S.07)�
�
�
�
�
18.  Is a pressure gauge provided on all pressurized equipment and system?�
�
�
�
�
*19.  When welding operations are near combustible materials, has written authorization been given by designated authority(Hot work Permit)? (10.E.03.c)�
�
�
�
�
*20.  Is the welding equipment inspected daily? (10.A.02)�
�
�
�
�
*21.  Are leads placed near high tension wires? THIS IS A VIOLATION (10.E.08)�
�
�
�
�
*22.  Is oxygen used to blow dust out of clothes, hair, or to cool off with? THIS IS A VIOLATION (20.B.05 (a) and 20.D.18)�
�
�
�
�
*23.  Is the pressure on the working side of the acetylene regulator greater than 15 psig? THIS IS A VIOLATION  (10.D.09)�
�
�
�
�
*24.  Are compressed gas cylinders separated from flammable or combustible materials by at least 40 feet?  (20.D.03.c)�
�
�
�
�
*25.  Is personal protective equipment appropriate for the hazard encountered? (10.A.09)�
�
�
�
�
26.  Remarks: (Enter actions taken for “no” answeres)�
�
�
�
�



Contractor inspector signature �
�
�
�
�
Contractor QC/safety officer/project manager signature


�
�
�
�
�
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