*SAFETY CHECKLIST FOR FORMS, FALSEWORK AND CONCRETE OPERATIONS�
�
Contractor # and title:


�
�
Equipment name & number:


owned or leased?


�
�
Contractor:


�
Subcontractor:�
�
Contractor inspector:


�
Date inspected:�
�
This checklist references EM 385 1-1, revised 3 November 2003�



Yes�



No�



N/A�
�
1�
Have all formwork, shoring, and bracing been designed, fabricated, erected, supported, braced, and maintained so that it will safely support all vertical and lateral loads? (27.B.01)�
�
�
�
�
 2�
Has the design of formwork and falsework been submitted for review to designated authority?  (27.B.02.b)�
�
�
�
�
 3�
Is sufficient bracing provided to prevent buckling or displacement?  (27.B.05)�
�
�
�
�
 4�
Is safe access to the operations provided?  (21.A.01)�
�
�
�
�
 5�
Are portable ladders secured top and bottom?  (21.D.08)�
�
�
�
�
 6�
Do the portable ladders extend at least 0.9 meters (3 ft) above platform, roof, or landing?  (21.D.02.b)�
�
�
�
�
 7�
Do ramps, stairs, walkways have guard and intermediate rails complete with toe boards? (21.B.01)�
�
�
�
�
 8�
Are floor openings, ladderways, roof openings guarded with rails and intermediate rails?  (21.A.01 and 24.A.05)�
�
�
�
�
 9�
Where inclined ramps exceed 1'/5', are transverse cleats provided?  (21.F.01 and 21.F.04)�
�
�
�
�
10�
Is overhead protection provided to prevent falling objects from striking workers or public?  (05.A.12 and 05.D)�
�
�
�
�
12�
Is a flagman provided when the point of operations is not in view of the operator?  (08.B.04) �
�
�
�
�
13�
Are protruding steel or other impalement hazards protected? (27.A.02)�
�
�
�
�
14�
Are vibrators, concrete finishers, portable electric tools properly grounded?  (11.C.01.b)�
�
�
�
�
15�
Are protective clothes and equipment (boots, gloves, goggles, etc.) provided when pouring concrete?  (05.A.01)�
�
�
�
�
16�
Are good housekeeping practices enforced during construction?  (14.C.01)�
�
�
�
�
16a�
Tools, material, extension cords, hoses, and debris shall not cause tripping or other hazards.  (14.C.04)�
�
�
�
�
16b�
Protruding nails, rods, wires shall be removed, hammered down, or bent over.  (14.C.08)�
�
�
�
�
17�
Is shoring inspected prior to, during, and immediately after placement of concrete?  (27.B.06)�
�
�
�
�
�
�
�
�
�
�
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